
UltraTEK™ is a premium fiber glass blow-in insulation wall 
spray product and is designed to be used as thermal and sound 
absorbing insulation in the UltraTEK Wall Spray Sytem. It is a 
pneumatic installation designed for application in enclosed con-
struction assemblies (sidewalls).

R-VALUE Bags per
1000 s.f.

Max. s.f.
per bag             

Min. wt.
lbs / s.f.

Minimum
Installed
Thickness

Minimum 
Settled
Thickness

3.50
5.50

15
23

17.8
27.3

56.1
36.6

0.534
0.819

3.50
5.50

VALUES ARE FOR HORIZONTAL OPEN BLOW . SEE THE PRODUCT BAG FOR SIDEWALL AND UNDERFLOOR VALUES.

TM

UltraTEK complies with the following standards:

ASTM C 764: Type I, Category 1

ASTM C 518 & C 687: Thermal Performance

ASTM E 84: Burning Classification: Flame Spread < 25 Smoke Developed < 50

ASTM C 1104: Water Vapor Sorption 5% or less by weight

ASTM C 665: Non-Corrosive 13.8: pass

ASTM E 136: Non-combustible: pass

ASTM C 1338: Fungi Resistant: pass

ASTM E 970: Critical Radiant Flux >0.12

ASTM C 1304: Odor Emmision: pass
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BLOW-IN INSULATION WALL SPRAY


